
 

 

Quick Disconnect 
Female Coupling 

Quick Disconnect 
Male Nipple 

Pump Discharge 
 (2) QDN (included) 

Selector Valve for 
Filtered or Unfiltered Oil 
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Quick Disconnect Coupling 
 ½" QDC-51 or 50 

Quick Disconnect Nipple 
½" QDN-51 or 50 

OILMISER™ Oil Room Storage & Dispensing Station 
OMC-460-13460-SP-QD51 (or QD50) 

OILMISER™ 1500 Series 
Filter Cart 

FDD-1100-5533 Drum Dispensing Wand 
Use QDN (not included) 

Oil Polishing 
 

Kidney-Loop  

Hydraulic Quick Disconnect Interchange Guide 

OILMISER™ Series 50 - ISO 7241-1B (Blue) OILMISER™ Series 51 - ISO 7241-A (Red) 

Make Coupling Nipple Make Coupling Nipple 

OILMISER™  QDC-50 QDN-50 OILMISER™  QDC-51 QDN-51 

Parker H4-62 H4-63 Parker 6601-8-10 6602-8-10 

Aeroquip FD45-1003-8-8 FD45-1002-8-8 Aeroquip 5601-8-10 5602-8-10 

Pump Suction 
QDC (included) 

Hose Assembly: ½" SAE-100R1 by 10 ft. OAL c/w QDC & QDN 

OILMISER™ Part No. H1W-5050-120-QD-51(or QD-50) 
 

Unless otherwise specified OILMISER™ Series QD-51 Quick 
Disconnects are supplied with hose assemblies.   

Dust Covers are not included with hose assemblies 

Oil Transfer  
 

Drum to 
Poly Tank 

OILMISER™ OIL Flow Path & Hose Connection Legend 

Oil Drum 
Single 460 L Poly Tank 

Portable  
Container 

Oil Sampling 

Dispensing 

D
W

S-1135 

Dispensing Wand Stand 


